
Please download the latest 
copy of this document from 
www.p3cars.com/install

WARRANTY & LIABILITY:
Neither P3 Cars, nor its 
dealers or agents shall be 
liable in any way, for any 
damage, loss, injury or other 
claims, resulting from the 
installation or use of this 
product.  By purchasing or 
installing this product, you 
assume all liability of any 
kind connected with the use 
and/or application of this 
product. If you are unsure 
that you can safely install and 
use this product, consult a 
quali�ed installer or 
mechanic.   The warranty on 
this product covers only the 
product itself for a period of 6 
months from the date of 
purchase, and it will be at our 
discretion to repair or replace 
the a�ected parts.  No user 
serviceable parts inside.  
Warranty will be voided if 
product shows physical 
damage.

BMW Boost Tap Install

15 From inside the car, feed 8-12 
inches of nylon tubing and coat 
hanger from step 13 through the 

conduit hole. Then you will be able to see 
it pop out under the cover you removed 
in the engine bay, next to the wire 
harness, route it as shown. Disconnect 
the coat hanger, and get some slack.

14 Pop the hood, and remove the 
driver side cover which hides the 
brake fluid reseviour. This cover 

just has clips on either side, and a rubber 
tab that hold it in place. After removing 
this cover, set it aside, this is all you 
need to remove in the engine bay area.

Take the thin nylon boost tubing 
out of its package, and discon-
nect it from other hoses. Take a 

section of a coat hanger, or wire fish tool, 
and tape the tube to it.  Poke a hole 
through the conduit shown at the extra 
tiny "tunnel" which is above the clutch 
pedal. Use a tiny screwdriver.

13Go back out to the car, and 
remove the lower dash cover 
below the steering wheel by 

removing the three #20 torx screws 
shown above. Then lay this cover into 
the footwell.
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Check that all lines are secure, 
pull excess slack back into the 
cabin, and replace the cover 

back over the brake fluid and firewall 
area. We are now done under the hood, 
your tubing should look like this now.

1716 Find the "Y" connector that splits 
the vacuum hose directly before 
the diverter valves. Unplug the 

bottom side of the "Y" and insert the 
supplied vacuum T and tubing as shown. 
Shove at least a quarter inch of the nylon 
tubing into this new tap, and secure with 
a zip tie.


